
Flexcon® Op�Flex® Squeeze™ PE38232 3.8 MIL PTP Clear Polyethylene
Permanent Adhesive TracRite™ 150
Primary and Secondary Labeling Clear Polyethylene
FLX000195

Benefits
• Film is easy to process, offering excellent printability, diecu�ability, and registra�on

Features
• 3.8 mil flexible clear ma�e polyethylene offers superior conformability and excep�onal long-term performance without li�ing, tunneling, or flagging
• Clear ma�e film is designed to match gloss and surface smoothness of the container to achieve the "no-label-look"
• Print-treated surface op�mizes ink recep�vity for most conven�onal and some UV inks printed via rotary screen, rotary le�erpress and flexography, as

well as hot stamping
• Heavy coat weight of aggressive, permanent clear adhesive provides good tack, wet-out and ul�mate adhesion, which prevents label from li�ing
• Permanent pressure-sensi�ve acrylic adhesive bonds well to low- and high-surface energy plas�cs, metal and paint without li�ing, tunneling or flagging
• Adhesive offers excellent tack, clarity and wet out characteris�cs
• Backed with Flexcon® TracRite™ 150 polyester release liner for excellent on-press performance for �ght registra�on graphics
• Release liner provides a good diecu�ng base and allows for high-speed dispensing

Addi�onal Details
Recommenda�ons: "Fit-for-use" tes�ng is recommended under actual applica�on condi�ons.

Technical Data
Physical Proper�es

Thickness (Mils [microns]) Mils Microns

Total Product 6.64

Test Method:



Flexcon® Op�Flex® Squeeze™ PE38232 3.8 MIL PTP Clear Polyethylene
Permanent Adhesive TracRite™ 150
Primary and Secondary Labeling Clear Polyethylene
FLX000195

Adhesion Proper�es

Ul�mate Peel from Average Oz/In (N/m)

Test Method:

Addi�onal Proper�es Value Test Method

Expected Shear (hours)

Tack (g)

Expected Exterior Life

Addi�onal Informa�on

Service Temperature

Minimum Applica�on Temperature

Storage Stability

Product Performance and Suitability

Descrip�ve informa�on, performance data, and recommenda�ons for Flexcon products are guides and not specifica�ons. Providing this informa�on is to assist you and does not
cons�tute a warranty of any kind by Flexcon.

Purchasers must independently determine the material’s suitability for their intended use. No distributor, salesman, or representa�ve of Flexcon is authorized to provide any warranty
or guarantee beyond what is stated. FLEXCON MAKES NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, COURSE OF PERFORMANCE, OR TRADE USAGE.
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